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Chargers & Generators

Country of origin:
England

DATA SUMMARY
Organisation: SOE.
Year of issue: Believed early 1944.

Remarks
This publication constitutes a reproduction of the pages from a small
handmade booklet containing original photographs and hand-typed
technical specifications. The booklet appears to have been produced
in a very limited run and likely served as an internal SOE reference
for accumulator chargers employed in wireless equipment operated
by field agents and resistance networks. Although neither a publica-
tion date nor any indication of provenance survives, the available
evidence renders it plausible that the booklet originated from SOE
Station XV,  known  for  its  technical  development  and  experimental
work. Several of the instruments depicted in Chargers & Generators
correspond to devices documented in the works listed in the Recom-
mended Further Reading section, suggesting continuity in the techni-
cal corpus associated with SOE equipment.

This is a sample photographed page as it was originally received
in PDF format. Because the quality was poor, the text was retyped
and the photographs were enhanced using Photoshop Elements.

Cover of the SOE publication.

Recommended further reading
- The clandestine radio operators, Jean-Louis Perquin,
  Histoir & Collections, Paris, isbn 978-2-35250-183-1,
  March 2011.
- Secret agents's handbook of special devices, Public
  Records Office, UK, introduced by Mark Seaman,
  isbn 1 903365 00 7, 2000.
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Purpose: The purpose of this small handmade publication
was to provide internal SOE reference material on chargers
and generators. The original booklet was produced in a
20×13 cm  format  and  is  here  reproduced  as  two  pages
combined onto a single A4 sheet.
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Petrol Electric   Height 30''   Base 28'' x 15''    82 lbs    12 Volts at 7 Amps.
                            Petrol consumption  2/3rd pint per hour.

Steam Powered. Engine & Generator                        6 Volts at 4 Amps.
                            Height 7''          22 lbs.                      Steam pressure 30/34 lbs. per sq. inch.
                                                                                      Water consumption ½ gallon per hour.

Boiler                                                Fuel consumption:  15/20 lbs. wood per hour,
                            Height 40''         48 lbs.                     ¾ lbs. cokes per hour.
                            Diameter 16''                                     Boiler capacity 2 gallons.
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Thermo-couple   Height 17''       22 lbs.         7V at 1 Amp. (Not fire maintained).
                             Diameter 17''   14 oz.          Fuel consumption - per hour:
                             (Including handles).            20 lbs. wood,  4 lbs. coal or 3 lbs. coke.

Heyberd A.O. 3.   Height 8''  5 lbs.             6/12 Volts at 1 Amp.
                              Width 6''  Depth 6''         Input 100 or 220 Volts A.C.
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Micham Works   Height 4''    4 lbs.      6/12 Volts at 0.1 to 1 Amp.
                            Width 6½''   12 oz.      Input 105/230 Volts A.C. or D.C.

Wind Driven   (Approx. only).
                         10 ft. Tower.         110 lbs.           6 Volts at 2 Amps.
     (U.S.A.)        6' Dis. propeller, 7 ft from propeller to tail fin.
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Pedal Cycle Adapter   Steel Tubing 24'' x 15''   13 lbs.       6 Volts 3/10 Amps. according the
                                       Generator 10'' x 7'' x 6''                    speed at which the generator is
                                                                                                revolved.   4 to 5 Amps produced
                                                                                                at normal cycling speeds.

Heyberd (Midget)   Height 3½''     ½ lb.      2-12 Volts at 0.2/0.4 Amps.
 A.B. 25                   Width  2¼''                   Input: 90/120Volts A.C. or D.C. using  60 watt lamp.

                                  Depth  2''                               200/250Volts A.C. or D.C. using 100 watt lamp.
                                  Dimensions  of case:
                                  lamp not included.
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Single wound hand      Height 10''    11 lbs.     6 Volts at 3 Amps D.C.
operated generator.     Width 9''
(Chain gear model).        Depth 14''

Double Hand Generator   Height 9½''    22 lbs. 8 oz.      Output 350 Volts and 7 Volts, both D.C.
(Polish)                                Width 7½''
 (With Polish MR-3).            Length 12½" (Fitting handles increases length to 23'').
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Pedal generator.   Size packed -      26 lbs.     6 Volts at 3 to 7 Amps.
                               40'' x 12'' x 12''                   5 Amps produced at normal
                                                                          motion of pedals.

Double wound      Length 8''                                5 lbs.         350 Volts at 0.06 Amps.
hand operated.     Diameter of gear case 5¼''                       6.3 Volts at 2.5 Amps.
                               Idem of generator 4''                                Both D.C., driven at 75 r.p.m.

Wireless for the Warrior - Pamphlet No. 11 SOE Chargers & Generators



Page 8 of 8. WftW Pamphlet No. 11.    ver 1.00.  June. 2026.

© This WftW Volume 4 Supplement is a download from www.wftw.nl. It may be freely copied and distributed, but only in the current form.

Tripod model                Height 27''                11½ lbs.       330 Volts at 0.06 Amps.
(For Jedburgh Set).      Legs extended.                              6.3 Volts at 2.6 Amps.
                                                                                              Both  D.C. driven at 90 r.p.m.
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containing original photographs and hand-typed technical specifications. The booklet
appears to have been produced in a very limited run and likely served as an internal SOE
reference for accumulator chargers employed in wireless equipment operated by field
agents and resistance networks. Although neither a publication date nor any indication of
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